
Overview

Features / Benefits

SureCall's universal dash-mount phone cradle with mobile antenna o�ers all the 
convenient features of a standard vehicle phone cradle with the added benefit of a 
built-in cellular antenna. The phone cradle includes ball-joint attachment with a swivel 
mounting base for multiple interior mounting options.

• Adjustable to fit any size cell phone

• Built-in cradle antenna communicates directly with the cell phone

• Multiple mounting options: Adhesive or permanent-mount base or vent clip

• Attached 13" cable with FME-Female connector

• Installs in minutes
• Spring-loaded expandable grip arms and optional base support folds down 

to secure phone in cradle
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SureCall Cradle Vehicle Antenna

Technical Specifications
Model: SC-Cradle-F

Frequencies supported:  698-960 / 1700-2700 MHz

Supported standards:  CDMA, WCDMA, GSM, EDGE, HSPA+,  
EVDO, 4G and all cellular standards

Impedance:  50 Ohm

Average gain: -0.39 dBi  (698-894 MHz)
2.6 dBi  (1710-2155 MHz)

Connector:  FME-Female

Cable length:  13 inch

Cable type:  RG-174

Height:  5.28 inch

Width:    2.81 inch

Max arm width: 4 inch

Weight:   2.82 oz

B. Vent clipA. Adhesive or
permanent base

Ball joint
Mounting Options
Ball joint to adhesive or permanent base – or ball joint to vent clip
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